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ABSTRACT 
The objective of the Subterrene program is to develop new, in-
: novative systems for drilling and excavation based on the rock-
• melting concept. The development of rock-melting penetrators has 
advanced to the stage that it is necessary to be able to predict 
the relationships between applied thrust, power, suiface tempera-
ture, and penetration rate for a wide variety of penetrator geo-
metries and rock-soil mediums. These predictions are required to 
assess the practical limits of operation of various penetrators in 
different rocks and to aid in determining optimum penetrator 
shapes for specific excavation applications. The methods de-
scribed herein represent a significant step to satisfy these ana-
lytical requirements. The basic operation of a melting penetrator 
in porous rock where the molten debris from the hole is disposed 
of by density consolidation is treated. Using a simplistic con-
duction analysis, optimum penetrator geometries are derived for 
the restricted case where local density consolidation prevails. 
The general problem is then formulated in terms of the two-dimen-
sional Navier Stokes equations, energy equation, and the contin-
uity equation with temperature dependent properties. These equa-
tions are cast in a general curvilinear, orthogonal coordinate 
system which corresponds to the typical melting penetrator shape. 
These equations are solved numerically and calculated results for 
required heated surface power, required thrust load, and the melt 
layer thickness distribution for a given penetration rate and sur-
face temperature are presented for some typical penetrator geome-
tries. 
INTRODUCTION 
The rock-melting excavation system that is being developed at 
the Los Alamos Scientific Laboratory is based on the concept of 
progressive local melting of rocks and soils to produce molten 
rock glass and a smooth lined hole. Rocks are mixtures of miner-
als and therefore, melting points are relatively low. The common 
•igneous rocks, which are especially difficult to penetrate mechan-
ically, in general become fluid at temperatures in the vicinity of 
1470 K. Refractory metals, such as molybdenum and tungsten, have 
melting points much higher than this and are available for the de-
velopment of the required rock-melting penetrator structures fl]. 
This proposed excavation method, which is relatively insensi-
tive to variations in rock formation, produces a liquid melt whose 
behavior can be predicted by the laws of fluid mechanics. The 
basic rock heat transfer and melting processes are well defined 
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and amenable to theoretical analyses and the rate of advance is 
dependent on the thermal flux supplied by the hot penetrator to 
the solid rock. The rock melt can be chilled to a glass and form-
ed into a dense, strong, firmly attached hole lining as shown in 
Fig. 1. Thus by the use of a melting penetrator, permanently 
self-supporting holes can be produced even in unconsolidated sedi-
ments. 
CONSOLIDATION PENETRATOR GEOMETRY ANALYSIS 
The analysis and results to be presented in this paper are 
applicable to "melting-consolidation" Subterrene penetrators de-
signed especially for making holes in porous rock or soft 
ground [2]. Because the glass-lining formed when the rock-melt 
cools is more dense and hence occupies a smaller volume than did 
the original porous rock, the molten debris from the hole can be 
entirely consolidated in the dense glass lining, thus completely 
eliminating the debris removal operation. The ratio of outer to 
inner radius of the melt layer is related to the properties of the 
rock by the conservation of mass which yields 
r " V^ VL a (1) 
or r = ar (density consolidation relation) m J 
where rm is the radius to the melting interface, r is the pene-
trator radius, and pR and pL are the densities of the in situ rock 
and rock melt respectively. 
An analysis can be performed to optimize penetrator geometry 
under the assumption that the density consolidation relation is 
satisfied locally everywhere along the penetrator length. With 
reference to Fig. 2 the problem is characterized by an axisymmet-
ric melting penetrator of arbitrary shape r(z) advancing into por-
ous rock at a velocity V2 with the formation of a rock-melt layer 
whose outer radius is rm(z) = ar(z). These surfaces are assumed 
to be isothermal with T 0 being the surface temperature of the 
melting penetrator and T m the melting temperature of the rock. 
The premise for the optimization is that each penetrator surface 
element dA conduct away the amount of energy required to heat, 
melt, and superheat the amount of in situ rock contained in an an-
nular element of radius r(z) + e and thickness dr-̂  with the time 
scale for the problem being provided by the penetration velocity 
v z -
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The fundamental energy balance takes the form 
Am 
Qo = ~ lL In d A = 2TT [ r ( z ) + C] d r l Vz H 
o r (2) 
Q„ = ~ XT 
dT 
drj 2Tt[r(z) + TI cos{3 ] d s = 2 n [ r ( z ) + e ] d r x Vz H 
where H represents the energy per unit volume which must be sup-
plied to the rock. Heat conduction losses to the surrounding rock 
are neglected in this analysis. Rearranging the L.H.S. and in-
tegrating across the melt layer yields the following expression 
for Qn if second order terms are omitted 
Tf=o r + * c o s P o T=T 




2TTX, (T - T ) cosB ds o m Ko 
&cos£S + r o 
where SL is the melt layer thickness in the normal (rj) direction. 
The evaluation of the geometrical terms in the energy balance is 
presented in Appendix A with reference to Fig. 10. It should be 
noted that as i approaches zero, the melt layer thickness ap-
proaches zero and a disturbing singularity develops at the leading 
edge of the penetrator. This difficulty is avoided by increasing 
the melt layer thickness uniformly by a small amount, a, over its 
entire length. A residual melt layer thus exists at the leading 
edge and as the layer develops a becomes small compared to £. A 
physical interpretation of this "standoff" distance results from 
the experimentally verified fact that unmelted quartz particles 
found in porous rocks, such as volcanic tuff, accumulate along the 
penetrator leading edge resulting in a small but finite melt layer 
thickness. 
Utilizing the geometrical results developed in Appendix A, 
the energy balance becomes 
FP (a + P> = r AtnA 
a (1 + p ) 
, dz 
where p = gp 
(4) 
XL (To " Tm* , . , . , 
F = rj—g (physical parameter grouping) 
z 
(5) 
A - 2 + -
a + p r 
ap 
J 2 ̂  2 
v a + P 
a + p 
(6) 
Equation 4 is a first order, fourth degree ordinary differential 
equation which can be numerically integrated to yield the optimum 
penetrator geometry for a given set of parameters F, a, and a. 
The solution domain of the differential equation is character-
ized by the following features. In general there exist two 
solution curves for dz/dr, one for small values of r and one for 
• large values of r. Each of these solution curves is double valued 
for dz/dr except at the vertical tangent point. The existence of 
a region between these curves where no solutions can be found in-
dicates that the selected values of F and a are inconsistent with 
a physically realistic problem. This would be tantamount to speci-
fying a penetration rate higher than can be obtained with the spec-
ified thermal boundary conditions or the inverse in which the pene-
tration rate is too low and the melting interface would tend to 
move out beyond the radius specified by the density consolidation 
relation in Eq. 1. The solution procedure thus requires finding 
the value of F (for a specified value of a and a) which merges the 
solution curves across the range of r. This is illustrated in 
Fig. 3 which indicates the merging of these curves through the se-
lection of F. 
The penetrator geometry is now obtained by integrating the ap-
propriate branches of the dz/dr solution curves. The combination 
of branches I and IV in Fig. 3 can be dismissed as an unphysical 
result while the combination of branches TI and III produces a 
smooth "parabolic like" penetrator geometry. Calculated pene-
trator profiles for three different sets of conditions are illus-
trated in Fig. 4. The physical parameters corresponding to these 
conditions are listed in Table I. 
TABLE I 
VALUES OF PHYSICAL PARAMETERS 
a pR/pL F XL V T m H Vz 
(mm) (mm) (W/m'K) (K) (j/rom ) (mm/s) 
"A" 2 1.3 0.408 2.60 2.5 500 2.04 0.24 
"B" 2 1.5 0.556 3.00 2.5 500 2.78 0.15 
"C" 2 1.7 0.654 3.41 2.5 500 3.27 0.11 
As the in situ rock density increases (porosity decreases), a 
thicker melt layer must be formed for density consolidation of the 
molten debris and in addition more energy is required per unit 
volume of rock to accomplish the melting. For a given operating 
temperature difference and rock melt conductivity, these effects 
are directly reflected in the decreasing penetration rates that 
are calculated and the more slender penetrator geometries which 
have more heated surface area per unit frontal area of rock en-
countered. When the assumption of local density consolidation is 
relaxed, the general analytical problem of a heated penetrator ad-
vancing into solid rock requires a study of the nonlinear fluid 
mechanics of creeping viscous flow with high thermal flux energy 
interactions. 
NONLINEAR VISCOUS FLOW ANALYSIS 
The calculati.onal method presented here is based on the as-
sumption that the effective "melt layer", i.e., the region in 
which the rock can be treated as a fluid "melt", is thin compared 
to the characteristic penetrator dimension. Calculations are made 
in two distinct regions: The melt layer is the primary calcula-
tion region in which the melt properties may vary with temparature. 
The outer surface of the melt layer is termed the "melting inter-
face" characterized by an arbitrary constant temperature and a 
lumped enthalpy change. For a medium with a distinct melting 
point, the melting interface temperature is the melting point temp-
erature, and the lumped enthalpy change is the latent heat of fu-
s ion. 
The second calculation region is the thermally affected "sol-
id rock" outside the melting interface. In this region the medium 
through which the penetrator advances is considered to be a rigid 
body. 
The melt in the region between the penetrator outer surface 
and the melting interface is treated as a homogeneous Newtonian 
fluid. Although extreme non-Newtonian behavior has been shown for 
at least one type of rock [3], this behavior is limited to a nar-
row range of temperatures near the melting point. Since there is 
little flow of the rock in this highly viscous regime, the as-
sumption of a Newtonian fluid will be satisfactory for most ap-
plications. The effects of rock inhomogeneities, and the result-
ing melting temperature range observed in many geologic media, are 
included by employing temperature-dependent melt properties. In 
this way the latent heat of fusion can be expressed as an in-
creased heat capacity over a temperature range rather than a 
lumped enthalpy change. The effects of thermal radiation can, in 
many cases, be simulated by employing an effective thermal con-
ductivity which varies with temperature. 
Geometries 
•Two general penetrator geometry types are considered in this 
computational method. The first is a simple, "solid" geometry in 
which the penetrator surface extends to the axis of symmetry at 
the leading edge (Fig. 5a). The second is the "annular" type geo-
metry (Fig. 5b) for which no part of the penetrator reaches the 
axis of symmetry. This geometry type represents penetrators with 
a central coring or extrusion port. Only axisymmetric geometries 
are considered, but the particular profile of the surface is arbi-
trary within practical limitations. 
Coordinate System 
Figure 6 shows a representative portion of a heated pene-
trator surface and the associated melt layer. The frame of ref-
erence is fixed on the penetrator surface with solid rock ap-
proaching at a steady rate, i.e., at the penetration rate. The 
principal coordinate directions are: s, a meridional coordinate 
everywhere tangential to the penetrator surface in a plane through 
the axis of symmetry; and t, a nondimensional transverse coordi-
nate across the melt layer which varies from zero at the pene-
trator surface to unity at the melting interface. With reference 
to previous notation: t = n/£. In general these constant-s lines 
are curved to be perpendicular to all constant-t lines from the 
penetrator surface to the melting interface. 
Referring to Fig. 7, a unit differential volume of melt is 
given by (<jds) (Xdt) (rdO) , where X is the total (dimensional) melt-
layer thickness, r is the radial distance from the axis of 
symmetry-, 0 the tangential dimension about the axis of symmetry 
and 
where s* is the s-direction distance along any constant-t line, 
and z is a distance parallel to the axis of symmetry. 
In most computations the melt layer thickness will change 
gradually with s, so that the angle difference, &m~$o
r -*-n F:'-'3' 7 
can be assumed to be small. With this assumption the constant-s 
lines are everywhere perpendicular to the penetrator surface 
across the melt layer, and: 
- V < 1 + £two)2 + ('Si)' o = \l (1 + / t a r r + f t ~ \ (8) 
t a n ( 3 m - Po) = § f / (1 + i»o) , (9) 
where u> is the penetrator surface curvature: 
dPo 
o ds u u ; 
The melt-layer thickness, SL, is either specified or, for most 
practical applications, is calculated as a function of given 
thermal boundary conditions at each s-direction location. In gen-
eral, the coefficients r and c are functions of both s and t, 
while x is a function of s only. 
Physical Equations 
The starting point for the differential equations used in the 
finite difference analysis are the general steady-state equations 
for the conservation of momentum, mass, and energy in orthogonal 
curvilinear coordinates [4]. These equations are cast in the 
present coordinate system and simplified by assuming: 1) (jJ/R)2 
is small compared to unity, where R is the characteristic pene-
trator dimension, and 2) The melt Reynolds Number pvzX/|i, is small 
compared to unity. Here, V2 is the penetration rate. Typical 
melt Reynolds Numbers are 10~8 to 10~4. 
Even though typical melt Prandtl Numbers range from 103 to 
108, it can be shown [5] that for most applications body forces, 
work and viscous dissipation terms can be neglected. With the 
above assumptions, the differential equations are reduced to the 
following. 
Equation of Motion, t-direction: 
8-» •  S-S5 ("> 
Equation of Motion, s-direction: 
at I"' '"ft <5>] = o « 2 g - o2 r«2 B (12, 
Energy Equation: 
It H I) = °**C^ I + '2 r c>u § - ^rQ/" (13) 
Continuity: 
|^ Urpu) + |^ (arpv) = 0 (14) 
The parameter Q'" in the energy equation is a lumped source 
term of energy rate per unit volume, which may include heat genera-
tion, viscous dissipation, work and thermal radiation. In Eq. 12 
the body force per unit volume, B, in the s-direction is left in 
for generality. 
In addition, an integral continuity equation is employed: 
* = |J Jl rpudt|s = - Jl [(arpv)m - (arpv)o]ds + * ( 3 = 0 ) (15) 
where 2rci)i is the total s-direction mass flow of melt, and 
s = 0 at the leading edge. At the leading edge of a solid geome-
try penetrator r is zero. Along this singular line it can be 
shown that r can be replaced by c in the differential equations. 
It can be seen that the differential equations are parabolic in 
that they are second order in the t-direction, but only first 
order in the s-direction, and that they are very similar to bound-
ary layer equations. 
Boundary Conditions 
The applicable boundary conditions for the solution of the 
above equations for a free melting interface, are: 
(a) u(s,o) = 0 (no slip at the penetrator surface) 
(b) u(s,l) = [PRV /p(l)] cospm 
(c) p specified at some s-direction point 
(d) v(s,o) = v0 , vQ = 0 for no source or sink 
(e) v(s,l) - - [pRVz/p (1)] sinpm 
(f) T(s,l) = Tm, the melting interface temperature 
(g) -X(D || (s,l) = [VzHf sinpm + qRIX (See below) 
(h) ig (0,t) = 0 
If the melt layer thickness is not specified additional con-
ditions are required: 
(i) T(s,o) = T0(s) supplied 
(j) || (0) - 0 
If, in an annular geometry penetrator, the melting interface 
reaches the axis of symmetry some of the boundary conditions must 
be changed: 
(b) is replaced by |£ (s,l) = 0 
ST 
(f) & (g) are replaced by j-r- (s,l) = 0 
In this case the melt layer thickness is known and condition (i) 
must be supplied. 
The heat flux from the melting interface into the thermally 
affected solid rock region [qR in (g) above] is found by a sepa-
rate solution of the energy equation in the solid rock region 
using the velocity components, u = V2 cospm and v = - Vz sinj3m, of 
a rigid body. The solid rock region extends outward to a point 
where the outward heat flux is negligible, with the boundary con-
dition that the temperature equals the in situ rock temperature at 
the outer edge of the solid rock region. 
Method of Solution 
The differential equations are solved by the technique of in-
tegration of known, or assumed, independent parameters over finite 
increments in t. The matrix of these numerical integrals, or 
sums, with the known boundary conditions is then solved for the 
unknown boundary conditions. To obtain the s-direction pressure 
gradient, the s-direction equation of motion is integrated three 
times to satisfy integral continuity. Details of the finite dif-
ference method are given in Ref. [5J. 
Since the equations are first order in the s-direction, ex-
plicit solutions may be obtained at each s-direction station con-
secutively. Iterations are required at each s-direction station 
due to the temperature dependence of the melt properties and be-
cause the melt layer thickness, I, is an implicit parameter in all 
of the equations. 
In performing the computations the penetrator surface geo-
metry and surface temperature profile are prescribed, the melt 
properties are provided as functions of temperature and a pene-
tration rate is imposed. Proceeding from the leading edge, numer-
ical integrations are made in the t-direction at each s-direction 
station. These integrations yield the local t-direction distribu-
tions of u, v and T, the local melt layer thickness, s-direction 
pressure gradient, penetrator surface heat flux and shear stress, 
and the heat flux into the melting interface. Overall thermal en-
er<jy» pressure and shear forces are then found by numerical inte-
grations of local gradients in the s-direction. 
COMPUTED RESULTS AND CONCLUSIONS 
Calculations have been made with a computer program using 
these computational methods. These calculations covered a wide 
range of conditions for both simple and annular geometry pene-
trators in dense rock, for which material extrusion is required, 
and in porous rock for which density consolidation is possible 
with no material removal. 
General conclusions agree with more approximate closed-form 
analyses. These conclusions include the essentially linear re-
lation between required thermal power and penetration rate, and 
the high sensitivity of required thrust on penetration rate for a 
given penetrator surface temperature. 
Figure 8 shows a map of operating conditions for a class of 
consolidating penetrators in local Los Alamos tuff of 48% porosity. 
The penetrators are of simple geometry with a parabolic-profile 
leading edge portion and a cylindrical heated aft portion whose 
length is that required to attain density consolidation at the aft 
end. In this geometry consolidation is attained only at the aft 
end of the heated section. In the forward portions of the pene-
r.rator the melt is extruded locally, i.e., the mean melt velocity 
relative to the penatrator is locally higher than the penetr. tion 
rate. Fig. 8 is in the form of required thrust and total length 
required for consolidation as a function of penetration rate and 
penetrator surface temperature. The large advantage of high sur-
face temperatures can be seen clearly. For a given surface temp-
erature the required thrust is seen to vary approximately as the 
penetration rate to the 3.5 power. 
Table II compares consolidating penetrators of the same over-
all heated length and diameter but of different profiles. The 
combination of a hemispherical leading portion and a cylindrical 
aft portion is seen to result in the highest penetration rate, but 
an extremely high required thrust. These characteristic are due 
to the rapid transition to the maximum penetrator diameter and a 
large amount of local melt extrusion in the forward end of the 
penetrator. 
TABLE II 
CALCULATED CONSOLIDATING PENETRATOR PERFORMANCE 
Consolidating Penetrators 
Length = 375 mm Diameter = 7 5 mm 
Surface Temperature = 1800 K (Uniform) 
Geometry Penetration Thrush Power 
Rate (mm/s) (kN) (kW) 
Hemisphere/Cylinder 0.59 490. 15.2 
Parabaloid 0.22 1.5 6.7 
Parabaloid/Cylinder 0.40 14.0 12.0 
(Parabola length 
= 184 mm) 
The parabolic geometry, for which there is essentially no lo-
cal melt extrusion, has a much lower penetration rate for the same 
heated length. The very low thrust is typical of this geometry 
and, in fact, the parabolic consolidator will always result in the 
lowest required thrust for a given penetration rate,, but the long-
est required length. The combination of a parabolic forward sec-
tion and a cylindrical aft section is seen to be a reasonable com-
promise geometry. 
In Fig. 9 the location of the melting interface isotherm, in 
' this case 14 20 K, relative to an annular geometry penetrator is 
shown for three different imposed penetration rates. This rep-
resents a coring penetrator operating in porous rock and the melt 
does not reach the axis of symmetry for these conditions. At some-
what lower penetration rates, however, the entire core would be 
melted. 
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NOMENCLATURE 
A = surface area or term defined in Eq. 6 
a = melt standoff distance 
B = body force per unit volume 
c = specific heat capacity 
F = physical parameter grouping defined in Eq. 5 
H = thermal energy per unit volume 
Hf = latent heat per unit volume of solid rock 
I = melt layer thickness 
p = geometry derivative in Eqs. 4-6 or melt pressure 
Q = thermal conduction rate 
Q*" = thermal power source per unit volume 
q = heat flux, t-direction 
R = characteristic penetrator dimension 
r = radial dimension from axis of symmetry 
s = curvilinear meridional coordinate along penetrator sur-
face 
T = temperature 
t = transverse coordinate, nondimensional 
u = s-direction velocity component relative to penetrator 
v = t-direction velocity componert relative to penetrator 
Vz = penetration rate 
z = axial dimension 
a = consolidation radius ratio defined in Eq. 1 
3 = penetrator surface angle 
e = radial increment in conduction analysis 
•n = transverse coordinate perpendicular to penetrator sur-
face 
6 = coordinate about axis of symmetry 
X = thermal conductivity 
u = dynamic viscosity 
p = density 
a = s-direction metric coefficient defined in Eq. 7 
\ = s-direction mass flow function 
w = penetrator surface curvature defined in Eq. 10 
Subscripts 
L = liquid rock (melt) 
m = at melting interface 
o = at penetrator surface 
R = of in situ rock 
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APPENDIX A 
To develop the final differential equation (Eq. 4) used for 
penetrator geometry optimization, the geometrical interpretation 
of various terms in the energy balance must be developed. The 
basic constructions are illustrated in Fig. 10. At any location 
on the penetrator surface, an element of area dA has an outward 
normal in the t) direction. The angle between the normal and the 
r direction is {30 and cp = 90 - 0O. The melt layer thickness in 
the r direction is (a - l)r(z) + a' where (a j l)r(z) is obtained 
from the density consolidation relation and a is the radial pro-
jection of the residual melt layer thickness a. The normal melt 
layer thickness is X where SL - SL + a", a" being the normal pro-
jection of the residual melt layer thickness. As a result of the 
constant thickening of the melt layer, the melting interface is 
not parallel to the penetrator surface. In this analysis it is 
approximated by a straight line segment inclined at an angle T 
from the radial direction or cp-T from the penetrator surface ele-
ment direction. The quantities to be determined are sing0, cos£0, 
dr^, SL and e. 
sinB = • • • - , cos0 = p • where p = — (A-l) 
{T77 {TT? dr 
c o s (cp-T) = ^ , COST = — f r d ^ = £2£T_ds ( A _ 2 ) 
ds ds c o s (cp-T) 
With s i n 0 o = coscp, c o s 0 o = sincp, and £dr = r (z) ( p e n e t r a t o r r a d i u s ) 
£dr 2 = r m ( z ) - a r ( z ) = a l d r and d r - = cxdr 
Since tan T = ̂ g-r > tan cp = ĝ - = a tan T and Eg. A-2 becomes 
a sing ds 
dr± = ~ g
 (A"3) 
a sin PQ + cos £Q 
The normal and radial projections of the residual melt layer 
are determined as follows 
<° ~,1)r - 12 ~ D r + a' Qr a, = *la^ (A_4) 
i' J?' + a" (a - D r 
V g2 dr2 + dz2 _ aa V l + (£)' (A-5) 
sinT dz p 
where i' = A - 6 and 6 = T tan(cp-r) 
6 = <<* - I)
2 r P , A = r (g - D p (A.6) 
(a + P2) V 1 + P2 V 1 + P2 
and / = A - 6 - r(a - D p V 1+ p2 (A_7) 
a + p 
The normal melt layer thickness Jt, is given by I - SL + a 
where Eq. A-4 can be written as 
*W i+ (sfv i + p 2 
a" = 5 y
L Z~ J (A-8) 
a + p 
and the projected radial distance e is e = I cosB (A-9) 
When these quantities are substituted in the energy balance, 
equations 4 through 6 are obtained. 
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Fig. 4. Calculated density consolidation penetrator profiles. 
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Fig. 5. Two classes of penetrator geometries - cross-sections 
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Fig. 6. Forward portion of an annular penetrator and associated 






Fig. 7. An enlarged portion of the melt layer showing pertinent 
coordinate parameters. 
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Fig. 8. Performance map for a class of solid consolidating pene-
trators operating in Los Alamos tuff. 
10 20 
Z(mm) 
Fig. 9. Melting interface profiles at various penetration rates 
for an annular penetrator in porous rock. 
Pig. 10. Geometrical constructions used in penetrator geometry 
optimization calculations. 
